TAKEX PHOTOELECTRIC BEAM SENSOR

PB- 50F : OUTDOOR 165 ft. ( 50m)
PB-100F : OUTDOOR 330 ft. (100m)
PB-200F : OUTDOOR 660 ft. (200m)

Instruction Manual

Thank you for purchasing our photoelectric beam sensor.

This unit will provide long term, dependable service when properly installed.

Please read the Instruction Manual carefully for correct and effective use.

Please note : This sensor is designed to detect intrusion and initiate an alarm ; it is not a burglary-preventing device.
TAKEX is not responsible for damage, injury or losses caused by accident, theft, Acts of God (including inductive
surge by lightning), abuse, misuse, abnormal usage, faulty installation or improper maintenance.

(FEATURE)

* High power infrared
This sensor adopt 4-stacked beam synchronized interruption system which avoids false alarm caused by small animals
and the like.
The active infrared transmission is exceptionally strong with a maximum arrival distance ten times greater than the
specified protection distance.
* Monitor output %
You can adjust optics precisely by measuring voltage on monitor jack with tester.
* Sound check switch *
You can adjust optics easily by using sound check switch which indicates beam level with sounds.
* Other features *
Sensitivity attenuation LED, response time adjustment volume, tamper output, AGC circuit.
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